


Spindle (ISO50)

• �Spindle & sleeve are made of chrome 
steel and with hardened & ground 
treatment to give high rigid and precise 
accuracy.

• �The cylindrical roller bearing (double 
roller) is fitted for spindle, which gives 
high precision and heavy capacity.

• 3000rpm spindle, ISO50

• Spindle quill diameter 110mm

• W-Axis travel 550mm

• �25 bar or 70 bar high pressure coolant 
through spindle (opt.)

Rotary Table

• �Heavy loading capacity

• �Auger chip remover

• �High accuracy: 3 pieces flat type clutch 
for position index provides high accuracy 
& long durability.

• �Heavy cutting: 3pcs flat type clutch and 
hydraulic type clamping system supply 
high rigidity for heavy cutting

• �Durability: Multi-pitch worm gear for 
transmission system offers excellent ac-
curacy with low consumption

• �Easy operation: All signals to be con-
nected with soldiery type connector 
which is able to be connected directly  
to CNC controller and commanded by 
the controller.

Additional Table Features

• �1500 x 1200mm working table

• �T slot 22mm

• �Index accuracy +-5 sec

• �Mini index angle 1 degree (standard)

• �Clamping torque 4500kg-m

• �Hydraulic clamping system 35kg/cm2

• �Loading weight 5000kgs

• �Cutting torque 4000kg-m

• �Total gear ratio 1/180

• �Rotary plate: 11.1

• �Continuous Rotary Table available  
on request

BED

• �All the box ways machine, relieved all 
main components are stress relieved, 
induction hardened and ground.

• �Z-Axis are 2 box ways plus 2 additional 
supported ways

• �All chip will be sprayed to the back of 
machine where the auger beside table & 
chip conveyor to remove all.

• �Operator station level.

Gear Box

• �2 speed provides high torque output

• �Hardened and ground gear  
transmission, auto speed change 
provided & oil chiller.

ATC 60 Tools

• �Travel ARM type

• ��60 pockets available

• �Tool length 300mm

• �Tool loaded from rear of machine

AdditionAl Features

• �XYZ axes are with hardened &  
ground box ways

• �C3 high precision Ball screws with  
double nuts

• �Rotary table works efficiently with  
hydraulic clamp system for positioning, 
& a two-ways backlash compensation 
system provided for indexing

• �Auto lubrication system with pressure gauge
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