


PNA 80 x 1M / PNA 80 x 2M

PNA 80 x 1M

PNA 80 x 2M

PNA 80 x 3M

PNA 80 x 4M

PNA 80 x 5M

PNA 80 x 6M

A large 153mm spindle bore is standard. 
A travel chuck guard is designed to take 
largest available chuck and is equipped 
with interlock safety device.

Double spindle nose at the front 
and rear side (opt.). This enables the 
turning at the ends of both long and 
heavy work pieces, by holding the 
pieces in the two chucks.

Rigid geared headstock designed 
with HAMADA automatic speed 
change. High precision gear box 
provides high torque capacity.

> > >Full contouring C-axis (opt.) with dual 
pressure brake is utilized when the machine 
is equipped with rotating tools, the spindle 
can be locked at the required position dur-
ing heavy milling or soft braked to stabilize 
the spindle during contour milling.

> An extra long quill ensure that you get 
full cutting length, even when the machine 
is equipped with power turret. The com-
plete tailstock can be moved by engaging 
to the carriage manually. A revolving quill is 
available on request.

>

The well-designed cross slide can 
accommodate 12-stations (VDI-40) or 
8-station turret (VDI-50) (opt.) or power 
8-stations VDI turret (opt.) on the rear side. 
“Multi�x” type QCT on request.

The optional chip conveyor carries the 
chips outside the machine while �ltering 
out coolant & wash down provided.

RS 232 & USB communication ports are 
standard interface to  link with PC. Ethernet 
interface is ready.

> > >

The rigid rib designed carriage is coated 
with Turcite B & lubrication way for smooth 
& rigid movement.

High-tech electrical meets the latest  
CE regulation.

A large opening at the rear of the 
machine allows for easy access for  
maintenance.

> > >

VISIT US TODAY FOR MORE INFORMATION


